














PASSED, APPROVED, and ADOPTED this 16™ day of March 2010.

Mayor
Attest:
City Clerk
STATE OF CALIFORNIA )
COUNTY OF LOS ANGELES )ss

CITY OF RANCHO PALOS VERDES )

I, Carla Morreale, City Clerk of the City of Rancho Palos Verdes, hereby certify that the above Resolution No.
2010-__ was duly and regularly passed and adopted by the said City Council at a regular meeting heid on
March 16, 2010.

City Clerk
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RESOLUTION NO. 2010-__ - EXHIBIT “A”
GRADING PERMIT NO. 1541 — REVISION "UU"

CONDITIONS OF APPROVAL

GENERAL

Within thirty (30) days of approval of Revision "UU" to the Grading Permit, the developers
shall submit, in writing, a statement that they have read, understand and agree to ali the
conditions or approval contained in this exhibit.

GRADING PLAN

Prior to recordation of each Final Map or prior to issuance of grading permits, whichever
occurs first, a final grading plan shall be approved by the Director of Public Works and
City Geologist, by manual signature. This grading plan shall be based on a detailed
engineering, geology and/or soils engineering report(s) and shall specifically be approved
by the City Geologist and/or soils engineer and comply with all recommendations
submitted by them. It shall also be consistent with the vesting tentative tract maps and
conditions, as approved by the City.

All geologic hazards associated with this proposed development shall be eliminated or
the City Geologist shall designate a Restricted Use Area on each Final Map, in which the
erection of buildings or other structures shall be prohibited.

Prior to issuance of grading permits, a bond, cash deposit, or combination thereof, shall
be posted to cover costs for any geologic hazard abatement in an amount to be
determined by the Director of Public Works.

Prior to issuance of grading permits and/or recordation of the Final Map, whichever
occurs first, written approval must be obtained from the owners of adjacent properties
within the City where offsite grading for trails is proposed or may resuit.

A note shall be placed on the approved grading plan that requires the Director of
Planning, Building and Code Enforcement’s approval of rough grading prior to final
clearance. The Director (or a designated staff member) shall inspect the graded sites for
accuracy of pad elevations, created slope gradients, and pad size. The developer or its
designee shall provide certification for all grading related matters.

All of the recommendations made by the Director of Public Works and City Geologist
during their on-going review of the project shall be incorporated into the approved grading
plans.

All of the recommendations of the project geologist, except as modified by the City
Geologist, will be incorporated into the approved grading plan and design of any
structures.

All natural and created slopes greater than 3.1 shall be designated as Restricted Use
Areas with a note on the Final Map.

Prior to issuance of a building permit, an independent Geology and/or Soils Engineer’s

report on the expansive properties of soils on all building sites shall be submitted to and
approved by the City Geologist in conformance with accepted City practice. Such soils

are defined by Building Code Section 2904(b).
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Prior to issuance of a building permit, an as-graded soils and geologic report(s), complete
with geologic map shall be submitted for review and approval by the City Geologist in
conformance with accepted City practice.

Prior to issuance of a building permit, an as-built geological report(s) for structures
founded on bed rock and an as-built soils and compaction report for structures founded
on fill and all engineered fill areas shall be submitted for review and approval by the City
Geologist in conformance with accepted City practice.

Foundations and floor slabs cast on expansive soils shall be designed in accordance with
Los Angeles County Code Section 2907-i.

All grading shall conform to Chapter 29, “Excavations, Foundations, and Retaining Walls,
and Chapter 70, “Excavation and Grading” of the Uniform Building Code.

Unless otherwise provided in these conditions of approval or permitted by the Director of
Planning, Building and Code Enforcement, the project shall comply with all appropriate
provisions of the City’s grading ordinance (Chapter 17.76.040 (formally 17.50)).

All grading shall be balanced on-site. However, should earth, rock or other material be
required to be hauled from the project site, a revision to the grading permit, pursuant to
requirements of the Development Code, shall be obtained.

No construction of permanent structures shall be allowed closer than twenty-five (25) feet
landward of the Coastal Setback Zone (except for structures associated with public
amenities or unless allowed by another project condition of approval). Grading within the
Coastal Setback Zone shall be limited to that required for construction of approved trails,
parks, vista points, driving range_and golf course holes, as indicated on the approved site
plans.

Where feasible, and subject to the review and approval of the Director of Planning,
Building and Code Enforcement all graded slopes shall be “landform” graded so as to
closely reflect naturally occurring topographic contours. Slope gradients shall be natural
and no abrupt changes between natural and graded slopes shall be permiited.

All proposed retaining walls to be constructed shall be subject to review by the Planning,
Building and Code Enforcement with subsequent review by the Planning Commission, if
required, for review and approval pursuant to Chapter 17.76.040 (formally 17.50)_of the
Rancho Palos Verdes Development Code.

No created slopes within the tract shall exceed 2.1, unless approved by the Director of
Planning, Building and Code Enforcement.

Prior to the issuance of grading permits, or prior to recordation of a Final Tract Map,
whichever occurs first, the developer shall submit a Storm Water Pollution Prevention
Plan. The post-construction Storm Water Pollution Prevention Plan shall be reviewed
and approved by the Planning Commission. The Storm Water Pollution Prevention Plan
shall incorporate by detail or reference appropriate post-construction Best Management
Practices (BMPs) to: '

a. Implement, to the maximum extent practicable, requirements established by
appropriate governmental agencies under CEQA, Section 404 of the Clean Water
Act, local ordinances and other legal authorities intended to minimize impacts from
storm water runoff on the biological integrity of natural drainage systems and water
bodies;
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Maximize to the maximum extent practicable, the percentage of permeable surfaces
to allow more percolation of storm water into the ground;

Minimize, to the maximum extent practicable, the amount of storm water directed to
impermeable areas;

Minimize, to the maximum extent practicable: parking lot poliution through the use of
appropriate BMPs, such as retention, infiltration and good housekeeping.

Establish reasonable limits on the clearing of vegetation from the project site
including, but not limited to, regulation of the length of time during which soil may be
exposed and, in certain sensitive cases, the prohibition of bare soil; and

Provide for appropriate permanent controls to reduce storm water poliutant load
produced by the development site to the maximum extent practicable.

Furthermore, the Storm Water Pollution Prevention Plan shall contain requirements to be adhered
to during project construction. The pre-construction Storm Water Pollution Prevention Plan shall
be reviewed and approved by the Director of Public Works. These practices include:

a.

b.

Include erosion and sediment control practices;
Address multiple construction activity related pollutants;

Focus on BMPs such as source minimization, education, good housekeeping,
good waste management, and good site planning;

Target construction areas and activities with the potential to generate significant
pollutant loads;

Require retention on the site, to the maximum extent practicable, of sediment,
construction waste, and other poliutants from construction activity;

Require, to the maximum extent practicable, management of excavated soil on
site to minimize the amount of sediment that escapes to streets, drainage
facilities, or adjoining properties;

Require, to the maximum extent practicable, use of structural drainage controls
to minimize the escape of sediment and other pollutants from the site.

Require, to the maximum extent practicable, containment of runoff from
equipment and vehicle washing at construction sites, unless treated to remove
sediments and pollutants.

C. CONSTRUCTION PLAN

1. Prior to the issuance of grading permits, a construction plan shall be submitted to the
Director of Planning, Building and Code Enforcement for review and approval. Said plan
shall include, but not be limited to a phasing plan, limits of grading, estimated length of
time for rough grading and construction of improvements, location of construction trailers,
construction signs and equipment storage areas and the location and type of temporary
utilities.

2. Prior to the issuance of grading permits and/or building permits, a program to control and
prevent dust and windblown earth problems shall be submitted to the Director of
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Planning, Building and Code Enforcement for review and approval. Methods may
include, but shall not be limited to, onsite watering and vegetative planting.

As part of the control plan required in Condition C.2, if feasible, the water used to control
fugitive dust shall not be taken from primary potable water sources. Instead, the
developer shall explore other options such as using reclaimed “grey water” or other non-
potable water to control dust on the site during construction, subject to the review and
approval of the Director of Planning, Building and Code Enforcement and the Los
Angeles County Health Department.

The hours of operation for grading and construction activities shall be limited from
Monday to Friday, 7am to 7pm and Saturday, 7am to 5pm. No grading or construction
activities shall be conducted on Sunday or legal holidays recognized by the City. No on-
site maintenance of equipment or vehicles shall be permitied before or after the hours
indicated. No truck or construction vehicle queuing shall occur before 7am.

Flagmen shall be used during all construction activities, as required by the Director of
Public Works.

The use of a rock crusher on the site is prohibited.

Noncompliance with the above construction and/or grading restrictions (Conditions C.1
through C.6) shall be grounds for the City to stop work immediately on the property.

GRADING/CONSTRUCTION ACTIVITY

All grading shall be monitored by a licensed engineering geologist and/or soils engineer
in accordance with applicable provisions of the Municipal Code and the
recommendations of the Director of Public Works.

All grading activity on the site shall occur in accordance with all applicable City safety
standards.

Areas of the site that are not to be disturbed during grading or construction, or that are to
be protected in accordance with the mitigation monitoring program established in
Environmental Impact Report No. 36, Supplements thereto, and project certified Mitigated
Negative Declarations, shall be temporary fenced during construction, subject to the
review and approval of the Director of Planning, Building and Code Enforcement.

All graded slopes shall be properly planted and maintained. Within ninety (90) days of
being graded, all open space/slope areas and all areas that will remain undeveloped shall
be hydroseeded and/or planted. Plants shall be selected that are drought tolerant,
capable of developing deep root systems and shall generally consist of low ground cover
to impede water flow on the surface. Watering for establishment of said plant material
shall be done in cycles that will promote deep rooting. Watering shall be diminished or
stopped just prior to and during the rainy season or upon establishment of the plant
material, whichever occurs first. To provide greater slope protection against scour and
erosion, all graded slopes shall be covered with a jute mat to provide protection while the
ground cover is being established. If appropriate, the Director of Planning, Building and
Code Enforcement may approve an alternative material or method to control erosion.
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GRADING/CONSTRUCTION ACTIVITY FOR REVISION "W" ONLY (FOLLOWING
CONDITIONS D-5 THROUGH D-12):

All construction activities (i.e. grading) will be minimized to the extent feasible within 300
feet of habitat occupied by the gnatcatcher and/or cactus wren during the breeding
season.

Construction-related noise levels above 60 decibels A-weighted Leq hourly in or adjacent
to suitable habitat for the gnatcatcher and/or cactus wren shall be avoided and minimized
year-round to the maximum extent practicable, but particularly during the breeding
season (February 15-August 15).

Gnatcatcher and cactus wren surveys will be conducted by a qualified biological monitor
possessing a valid 10(a) permit (for the gnatcatcher) and will be subject to Service
approval.

A minimum of two pre-construction surveys will be conducted in all suitable habitat within
300 feet of the project site. The first survey will be one week prior to construction
activities and the last survey will occur no more than 3 days prior to beginning
construction or grading for this project.

The Wildlife Agencies will be notified immediately of any gnatcatchers and/or cactus
wrens detected during surveys. The Wildlife Agencies and the project proponent will
coordinate on a strategy (e.g., noise monitoring pian, noise attenuation barriers, etc.) to
avoid and minimize impacts to gnatcatchers and/or cactus wrens occurring within 300
feet of the project site.

A survey report will be provided to the Service upon completion of the final survey. The
survey report will contain the date, time, and weather conditions, and all gnatcatcher,
cactus wren and brown-headed cowbird (Molothrus ater) detections will be plotted on a
suitably-scaled topographic map of the survey area.

The biological monitor will be present during construction activities. The biological
monitor will have authority to halt localized construction activities if a gnatcatcher or
cactus wren nest is discovered within or adjacent to the project area, and will contact the
Wildlife Agencies immediately. If a nest is discovered, construction activities will be
restricted within 300 feet of the next until the nestlings fledge or unless other impact
reduction measures, to the satisfaction of the Service, are implemented.

Dust resulting from construction in or adjacent to the project site shall be minimized using
biologically sound techniques (e.g., earth watering).

TEMPORARY OPENING OF THE DRIVING RANGE FOR REVISION "UU" ONLY

Revision “UU”, as approved by the City Council on March 16, 2010, permits a temporary
opening of the driving range to September 21, 2010.

The Applicant may open the driving range to the public for a temporary period through
September 21, 2010. The applicant shall operate the site under a public safety plan,
approved by the Director of Planning, Building and Code Enforcement and the City
Geologist. Such Plan shall clearly designate any hazardous areas that may be un-safe.
The plan shall show how these areas are signed, fenced and/or secured from public
access. The plan shall also show how participants of the Golf Course and the public
visiting the site will be able to traverse the site without entering into these hazardous
secured areas. During the temporary operation, all of the improvements needed in the
plan shall be maintained to the satisfaction of the Director of Planning, Building and Code
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Enforcement and the City’s Geologist. Planning, Building and Code Enforcement Staff,
Public Works Staff and/or the City’s Geologist will be visiting the site during the temporary
operation to verify compliance with this condition and the Safety Plan. The Director of
Planning Building and Code Enforcement may revoke this temporary permit at any time
if, in the opinion of the Director of Planning, Building and Code Enforcement, the City
Geologist or the Director of Public Works, the temporary operation may have an adverse
affect on the public health, safety and welfare.

With the exception to ficus trees planted on developed single-family residential properties
through the approval of a landscape plan, all other ficus trees being temporarily stored on
the property shall be removed from the property prior to July 22, 2008.

Maintenance and/or other project related vehicles shall be prohibited from using the

temporary dirt road that runs parallel and adjacent to Palos Verdes Drive South within
VTTM No. 50666.
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